"
RETURN BEND

~

2" BEEHIVE—=

STRAINER T

AIR GAP: MIN. 2 1/2 x
PIPE DIA. [MAX. 18”] ‘

KELLY MOORE 5880 DTM
GLOSS ENAMEL
SAFETY BLUE OR EQUAL

—180° OPEN PATTERN

2" GALV. IRON PIPE
FIELD LOCATE

1" GALV. IRON
NIPPLES

1"—90° BEND

1" UNION—\

LAST REVISED:01/15/15

CONCRETE METER BOX (2—SECTIONS
REQUIRED) FOG—TITE METER SEAL CO.
NO. 2T METER BOX, WITH 3/8” STEEL
PLATE COVER.

N7/

=z

12" MAX'

1" GALV. IRON PIPE
TO FIT

2"x1” 90" ELBOW

FILTER FABRIC

/8" MIN |

/5

T//"

TN/

a
a

N 77 7\2/4

- 1" AIR & VACUUM VALVE ASSEMBLY
APCO NO. 143-C, VAL—MATIC NO.
201-C.

;1" BRONZE GATE VALVE, THREAD
.| RED—WHITE VALVE CORP. FIG. NO.
’] 280, OHIO BRASS #2500.

v

14 GA. TRACER WRE

ABOVE WASH ROCK

BRASS 90°
ELBOW

12" MIN.—

NOTES:

BRASS BEND

1" BRASS UNION

1" BRASS NIPPLES

WASHED GRAVEL PASSING 1 1/2"
AND RETAINED ON 1/4"” MESH

CORPORATION STOP, 1" IPT INLET

COUPLING C85—44
MALE IRON PIPE—FORD
C—28—-44, MUELLER H15428.

PAINTED HIGH TENSILE D.I:
SERVICE SADDLE W/STAINLESS
STEEL STRAP, 1" IPT ROMAC
101S, OR EQUAL, SIZE AS
REQUIRED.

WITH 1" IPT FORD F500—4.

1. ALL FITTINGS TO BE BRASS OR COPPER FROM WATER MAIN TO
1” AIR & VACUUM ASSEMBLY.

AT HIGHEST POINT OF LINE.

AIR & VACUUM RELEASE VALVE ASSEMBLY MUST BE INSTALLED

IF HIGH POINT FALLS IN A

LOCATION WHERE ASSEMBLY CANNOT BE INSTALLED, PROVIDE
ADDITIONAL DEPTH OF LINE TO CREATE HIGH POINT AT A
LOCATION WHERE ASSEMBLY CAN BE INSTALLED.

CITY OF KIRKLAND

PLAN NO. CK—W.08

™, 117 AIRCAND VACUUM
s Amh &  RELEASE VALVE
st ASSEMBLY




